
Cho thuê máy chủ - Server đặt tại Công ty

Viết bởi Administrator
Thứ năm, 16 Tháng 6 2016 16:27 - Lần cập nhật cuối Thứ bảy, 29 Tháng 1 2022 11:12

  

Sở hữu một máy chủ mạnh dùng riêng cho chính mình là mong muốn của hầu hết các doanh
nghiệp nhưng điều đó trở nên thật khó khăn và bất khả thi đối với những doanh nghiệp mới kinh
doanh hoặc doanh nghiệp kinh doanh với quy mô nhỏ.

  

Đến với công ty ActiveSoft chúng tôi, khách hàng sẽ được sở hữu máy chủ được nhập trực tiếp
từ Mỹ có cấu hình rất cao và hoạt động bền bỉ nhất và được sử dụng toàn quyền ngay tại Công
ty của mình.

Lợi ích khi thuê máy chủ:
– Máy chủ được nhập trực tiếp từ Mỹ, cam kết không sử dụng hàng Trung Quốc.  
– Khách hàng rất chủ động tự cập nhật thông tin, tự quản trị và theo dõi máy chủ tại ngay công
ty mình.
– Khách hàng tiết kiệm chi phí phải đầu tư một lúc cho việc tự mua mới máy chủ. 

      

– Không lo việc hỏng hóc máy chủ.
– Tùy theo yêu cầu công việc, khách hàng có thể thuê từng loại máy chủ có cấu hình riêng biệt
của Chúng tôi cung cấp với cấu hình cố định hay mở rộng.
– Khách hàng có thể tự xây dựng giải pháp bảo mật cho máy chủ hoặc sử dụng hệ thống bảo
mật có sẵn của Chúng tôi.
– Chi phí linh hoạt.
– Đội ngũ hỗ trợ kỹ thuật chuyên nghiệp 24/24/7.
- Luôn luôn được sử dụng máy mới 100%. Vì cứ sau 3 năm nếu khách hàng còn thuê máy chủ
của công ty chúng tôi, quý khách hàng sẽ được đổi máy mới tốt hơn.

1. SERVER IBM X3650 M4 RACK 2U:
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Cấu hình:Processors: 2x Intel® Xeon® Processor E5-2670 (20M Cache, 2.60 GHz, 8.00 GT/s Intel®QPI).Memory: 16GB (2x8GB) DDR3 ECC REG BUS 1333, 24 DIMM slots.Drive Bays: 8 x 2.5inch Tray Hotswap, 1x SAS 300G 2.5in 10K 6Gb/s, Raid M5110e SupportRaid 0,1,10Optional riser cards available with PCIe x8 or PCIe x16 or PCI-X slots.Nic: Four integrated Gigabit Ethernet 1000BASE-T ports (RJ-45); two embedded 10 GbEthernet ports (10GBASE-T RJ-45 or 10GBASE-SR SFP+ based) on optional 10 Gb Ethernetmezzanine card (does not consume PCIe slot).Power: 1x 550W PS (80 PLUS Platinum certification).Hdd: 2 x 1TB WD/SG RE4.Rail Kit: Rail Inox.2. SERVER DELL POWEREDGE R720 RACK 2U:

Cấu hình:Processors: 1 x Intel® Xeon® Processor E5-2660 (20M Cache, 2.20 GHz, 8.00 GT/s Intel®QPI).Memory: 32GB (8x8G) DDR3 ECC RDIMM (24 DIMM - Max 768GB LRDIMM).Drive Bays: 8 x 2.5inch Tray Hotswap, 1x SAS 300G 2.5in 10K 6Gb/s, Raid M5110e SupportRaid 0,1,10Optional riser cards available with PCIe x8 or PCIe x16 or PCI-X slots.Nic: Broadcom 5720 1GB Quad-Port Daughter card.Power: Redundant Dell 495W.Hdd: 2 x 1TB WD/SG RE4.Rail Kit: Rail Inox.3. SERVER DELL R410 RACK 1U:
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Cấu hình:Processors: Support 2x Intel® Xeon® processor 5600/5500 series, with QPI up to 6.4 GT/s.Memory: (8 Slots) Up to 128GB DDR3 1333 ECC Registered DIMM.Drive Bays: 4 x 2.5/3.5inch Tray.Raid Controller: Onboard Intel ICH10R SATA 3.0Gbps Controller RAID 0, 1, 5, 10 support(Windows) - RAID 0, 1, 10 support (Linux).Nic: Broadcom BCM5716 Dual-Port Gigabit Ethernet Controller.Power: 1x 480W PS (80 PLUS Platinum certification).Hdd: 2 x 1TB WD/SG RE4.Graphics: Matrox MGA G200eW.Rail Kit: Rail Inox.4. SERVER HP DL180SE G6 RACK 2U:

Cấu hình:Processors: 2-socket, 4 or 6 cores per processor Intel® Xeon® 5500/5600 product family withL2/L3 cache: 4MB/8MB/12MB.Memory: 2GB/4GB/8GB/16GB DDR3 (1333 MT/s), 18 DIMM slots for up to 192GB SDDC, ECC4GB/8GB/16GB low-volt DDR3 Samsung® Green Memory available.Drive Bays: 12 X 3.5 inch SAS/SATA/SSD Bays.Raid Controller: DELL RAID H700.Nic: HP NC362i Integrated Dual Port Gigabit Ethernet Controller.Power: 750W Dual Hot Plug Power Supply.Hdd: 2 x 1TB WD/SG RE4.Graphics: Matrox MGA G200e.Rail Kit: Rail Inox.5. SERVER SUPERMICRO RACK 2U:
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Cấu hình:Processors: 2x Intel® Xeon® Processor E5-2620 (15M Cache, 2.00 GHz, 7.20 GT/s Intel®QPI).Memory: 16GB (4x4GB) DDR3 ECC REG (16 Khe Ram, hỗ trợ lên đến 1TB RAM).Drive Bays: 8 X 3.5 inch SAS/SATA/SSD Bays.Raid Controller: Raid Onboard SATA 2.0 3Gbps with RAID 0, 1, 5, 10 - SATA 3.0 6Gbps withRAID 0, 1, 5, 10.Nic: Integrated Dual Port Gigabit Ethernet Controller.Power: 550W Dual Hot Plug Power Supply.Hdd: 2 x 1TB WD/SG RE4.Graphics: Matrox MGA G200e.Rail Kit: Rail Inox. 
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